
Océ Patch installation instructions for MS10-020 
 
Océ Patch for Océ TDS300 1.1.11/1.1.10/1.1.9 

Océ TDS320 1.0.11/1.0.10/1.0.9 
Océ TDS400 2.1.11/2.1.10/2.1.9 
Océ TDS450 3.7/3.6/3.4 
Océ TDS600 4.1.11/4.1.10/4.1.9 
Océ TDS700 1.7/1.6/1.3 
Océ TDS800 2.1.11/2.1.10/2.1.9 
Océ TDS860 1.0.11/1.0.10/1.0.9 
Océ TCS400 2.2.11/2.2.10/2.2.9 
Océ TCS500 1.7/1.6/1.5 
Océ TC4 1.7/1.6/1.0.3 

Microsoft bulletin MS10-020 
Océ Remote patch  Name: patch_remote_shf023.oce 

Size: 705 Kb 
Revision date: 05/05/2010 

 
1. Download the patch file patch_remote_shf023.oce and save the file on 

your computer (WinXP/WinServer2003/Vista/WinServer2008/Win7) 
 

2. From a Web browser (on your computer), enter the following URL : 
http://<tds-tcs_hostname_or_ip_address>/OceRemotePatch.html 
 
where <tds-tcs_system_hostname_or_ip_address> is the hostname or IP address 
of the TDS-TCS system 
Note : Please respect lowercase/uppercase for "OceRemotePatch.html" 
 
 

3. When the following page appears, enter the password (see your Printer User 
manual) : 

 
 
 
 
 
 



4. When the following page appears, browse for the patch previously 
downloaded : 

 
 
5. When clicking on "Apply Patch" a confirmation popup window will appear. 

After you will confirm, some information will be displayed on the screen to 
inform you on the patch process. When you'll see the following information 
message, the controller will reboot in order to complete the patch application 
: 

The controller will be restarted... 
Waiting for PLC patch process to end... 
 
 

6. After a little while, you'll be able after refreshing the URL to see the following 
page again (after controller will have been rebooted) : 

 

 
 

 



7. After having entered the relevant password (Please see your Printer User 
manual), the following page will appear, and you can control whether the 
patch has been installed : 

* latest successful installed patch 
* last execution status : ... Success 
 

 
 
 
 
 
Verifying if the patch was applied successfully 
 

1. Make a « Print settings » (Refer to your Printer User manual for more details) 
 
2. Go to the last printout page in the section: 

 
SDS - CONTROL PARAMETERS 22-1, the last line is called: 
Patches installed = ………………………… <value> 
Check that « <value> » is greater or equal to 400000000000000 
 

<end of document> 


